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§57.5070

§57.5070 Miner training.

(a) Mine operators must provide an-
nual training to all miners at a mine
covered by this part who can reason-
ably be expected to be exposed to diesel
emissions on that property. The train-
ing must include—

(1) The health risks associated with
exposure to diesel particulate matter;

(2) The methods used in the mine to
control diesel particulate matter con-
centrations;

(3) Identification of the personnel re-
sponsible for maintaining those con-
trols; and

(4) Actions miners must take to en-
sure the controls operate as intended.

(b) An operator must retain a record
at the mine site of the training re-
quired by this section for one year
after completion of the training.

§57.5071 Exposure monitoring.

(a) Mine operators must monitor as
often as necessary to effectively deter-
mine, under conditions that can be rea-
sonably anticipated in the mine,
whether the average personal full-shift
airborne exposure to DPM exceeds the
DPM limit specified in §57.5060.

(b) The mine operator must provide
affected miners and their representa-
tives with an opportunity to observe
exposure monitoring required by this
section. Mine operators must give prior
notice to affected miners and their rep-
resentatives of the date and time of in-
tended monitoring.

30 CFR Ch. I (7-1-10 Edition)

(c) If any monitoring performed
under this section indicates that a
miner’s exposure to diesel particulate
matter exceeds the DPM limit specified
in §57.5060, the operator must promptly
post notice of the corrective action
being taken on the mine bulletin
board, initiate corrective action by the
next work shift, and promptly com-
plete such corrective action.

(d)(1) The results of monitoring for
diesel particulate matter, including
any results received by a mine operator
from sampling performed by the Sec-
retary, must be posted on the mine bul-
letin board within 15 days of receipt
and must remain posted for 30 days.
The operator must provide a copy of
the results to the authorized represent-
ative of miners.

(2) The mine operator must retain for
five years (from the date of sampling),
the results of any samples the operator
collected as a result of monitoring
under this section, and information
about the sampling method used for ob-
taining the samples.

[70 FR 32966, June 6, 2005]

§57.5075 Diesel particulate records.

(a) The table entitled ‘‘Diesel Partic-
ulate Matter Recordkeeping Require-
ments’ lists the records the operator
must maintain pursuant to §§57.5060
through 57.5071, and the duration for
which particular records need to be re-
tained.

TABLE 57.5075(a)—DIESEL PARTICULATE RECORDKEEPING REQUIREMENTS

Record

Section
reference

Retention time

1. Approved application for extension of time to | §57.5060(c)

comply with exposure limits.

2. Identity of PLHCP and most recent written de- | §57.5060(d)

termination of miner’s ability to wear a respirator.

3. Purchase records noting sulfur content of diesel | § 57.5065(a)

fuel.
4. Maintenance log

nance.

6. Annual training provided to potentially exposed | § 57.5070(b)

miners.

7. Record of corrective action ...........cccceveveerenennn §57.5071(c)
8. Sampling method used to effectively evaluate a | §57.5071(d)

miner’s personal exposure, and sample results.

§57.5066(b) ..
5. Evidence of competence to perform mainte- | § 57.5066(c)

............... Duration of extension.
............... Duration of miner's employment plus 6 months.
............... 1 year beyond date of purchase.

1 year after date any equipment is tagged.
............... 1 year after date maintenance performed.

............... 1 year beyond date training completed.

............... Until the corrective action is completed.
............... 5 years from sample date.
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